












































































































































































































































































































































WL OAK TREE Antigrav
WL Wenge Wood Antigrav

WOOD-LINE 

	
WL OAK TREE Light Antigrav

PR+* 

WL OAK TREE Light Antigrav
2600 x 1000 / NA 19561

2600 x 1000

PR+* 

WL Wenge Wood Antigrav 
2600 x 1000 / NA 19571

WL OAK TREE Light Antigrav

WL Wenge Wood Antigrav 

+  

+  

Photo: © fotolia.com
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Product characteristics
NA

Base material PP-glass fibres

Surface material impregnated paper

Material thickness mm OAK TREE 3,1

Material thickness mm Wenge Wood 3,3

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■□□□
Rolled packable -

NA

Special formats On request

Further thicknesses -
Cuttings ✓
Magnetic from 3 sheets** ✓
PVA pre-treatment -

Processing
NA

Cutting, punching ✓
Drilling ✓
Sawing, milling ✓
Laser cutting ✓
Hot bending -
PVA compressible ✓
Smallest bending radius 1000 mm

Accessories

SIBU SILICON 1.4A ✓
SIBUKLE Spatula A2

Special colors

-
*	 Prior to printing a corona or plasma treatment has to be carried out. 
	 Upon request available in pre-treated version.
**		 Ground must be a SIBU metal foil SA (ref. 17637, self adhesive).

Extra equipment



WL Nutwood Antigrav

	
WL Nutwood/Grey brushed 8L Antigrav

WOOD-LINE

PR+* 

WL Nutwood Antigrav
2600 x 1000 / NA 19568

WL Nutwood/Grey brushed 8L
2600 x 1000 / NA 19587

PR+* 

WL Nutwood Country Antigrav
2600 x 1000 / NA 19569

WL Nutwood Country/Grey brushed 8L 
Antigrav
2600 x 1000 / NA 19588

WL Maple Alpine Antigrav
2600 x 1000 / NA 19570

WL Maple Alpine/Grey brushed 8L 
Antigrav
2600 x 1000 / NA 19589

PR+* 
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Product characteristics
NA

Base material PP-glass fibres

Surface material impregnated paper

Material thickness mm 3,3

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■□□
Rolled packable -

Extra equipment
NA

Special formats On request

Further thicknesses -
Cuttings ✓
Magnetic from 3 sheets** ✓
PVA pre-treatment -

Processing
NA

Cutting, punching ✓
Drilling ✓
Sawing, milling ✓
Laser cutting ✓
Hot bending -
PVA compressible ✓
Smallest bending radius 1000 mm

Accessories

SIBU SILICON 1.4A ✓
SIBUKLE Spatula A2

Special colors

-
*	 Prior to printing a corona or plasma treatment has to be carried out. 
	 Upon request available in pre-treated version.
**		 Ground must be a SIBU metal foil SA (ref. 17637, self adhesive).









Designs

PNL PREMIUM NON LEATHER

PNL MIRAGE White
1250 mm /  Art.  17210

PNL MIRAGE Mint/Viola
1250 mm / Art. 17211

PNL LEGUAN Silver
1350mm / Art. 17670

PNL LEGUAN Bianco
1350mm / Art. 17675  

PNL LEGUAN Nero
1350mm / Art. 17672  

PNL LEGUAN Silk
1350mm / Art. 17674

PNL LEGUAN Gold
1350mm / Art. 19170 	

PNL LEGUAN Blue
1350mm / Art. 17671

PNL LEGUAN Copper
1350mm / Art. 17673

PNL Vintage Silver
1250 mm / Art. 17204

PNL Vintage Copper
1250 mm / Art. 17203

PNL LUXURY Green
1250 mm / Art. 17744

PNL LUXURY Gold
1250 mm / Art. 17745

PNL LUXURY Bronze
1250 mm / Art. 17746

PNL Old Platin
1250 mm / Art. 17748

PNL OXY Steel
1250 mm / Art. 17749

PNL OXY Terra
1250 mm / Art. 17750
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PNL Old Platin
1250 mm / Art. 17748

PNL OXY Steel
1250 mm / Art. 17749

PNL OXY Terra
1250 mm / Art. 17750

PNL PREMIUM NON LEATHER

PRODUCT OVERVIEW - decor for decorative purposes



PNL Dove Tale
1350mm / Art. 19084

PNL Charcoal Light
1350mm / Art. 19081

PNL Bianco
1350 mm / Art. 17217

PNL London Clay
1350mm / Art. 19085

PNL Nero
1350 mm / Art. 17216

PNL Charcoal Dark
1350mm / Art. 19080

PNL Stony Ground
1350mm / Art. 19083

PNL Creme
1350 mm / Art. 17218

PNL Light Oyster
1350mm / Art. 19082

PNL Mocca
1350 mm / Art. 17219

PNL Lemon Yellow
1350 mm / Art. 20449

PNL Apple Green
1350 mm / Art. 20448

PNL Pumpkin Orange
1350 mm / Art. 20450

PNL Cobalt Blue
1350 mm / Art. 20451
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PRODUCT OVERVIEW - decor for seating



PNL PREMIUM NON LEATHER

PNL LEGUAN 
Silver

PNL LEGUAN 
Gold

PNL LEGUAN 
Copper

PNL LEGUAN 
Nero

PNL LEGUAN 
Silk

PNL LEGUAN 
Bianco

PNL LEGUAN 
Blue

EN1021-1+2

PNL LEGUAN Silver . PNL LEGUAN Gold . PNL LEGUAN Copper 
PNL LEGUAN Nero . PNL LEGUAN Silk . PNL LEGUAN Bianco 
PNL LEGUAN Blue
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Facts

CHARACTER	

Top quality, stylish synthetic leather with a lizard grain. As a result of its naturalistic optical appearance and 
touch, the material is virtually indistinguishable from genuine leather.  

TECHNICAL CHARACTERISTICS

Material composition
Surface: 100% PU + partial metallisation l  Backing: 100% polyester  l  Weight: 250g/m2  l  Thickness: 0,6 mm 
Roll width: 1350 mm, available in 20 m and 100 m rolls  l  Core Ø 76 mm

Light-fast, stylish, fashionable, exclusive, opaque, dimensionally stable 

 

APPLICATION / PROCESSING

Ideal for all types of coverings, decoration and accessories, and especially for use in fashionable and exclusive 
living areas. Equally perfect for employment in the bag and leather goods industry. Problem-free processing 
with standard methods (sewing, tacking, gluing, nailing). Do not use solvent adhesives. A suitability check for 
the respective application is recommended. Unsuitable for seating furniture.

OTHER INFORMATION

Cleaning
Regular cleaning ensures lasting pleasure from your material. Soiling caused by oil, grease and ink must be re-
moved immediately. Use warm, mild soapsuds and a micro-fibre cloth for this purpose. Please avoid solvents, 
chloride, polish, chemical or wax cleaning agents. Please note that staining from jeans or other textiles is exclu-
ded from all manufacturer warranties. 

ISO 105-B02:2013 
Light-fastness

EN 1021 1/2
Flame retardancy

Article Blue scale

PNL LEGUAN Silver > 7 ✓
PNL LEGUAN Gold  7 ✓
PNL LEGUAN Copper 7 ✓
PNL LEGUAN Nero > 7 ✓
PNL LEGUAN Silk 6 ✓
PNL LEGUAN Bianco 7 ✓
PNL LEGUAN Blue 5 ✓

Contents according to the legal statutes.



PNL PREMIUM NON LEATHER

EN1021-1+2

PNL MIRAGE White
PNL MIRAGE Mint/Viola

PNL MIRAGE 
White

PNL MIRAGE 
Mint/Viola
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Facts

CHARACTER	

Top quality, stylish synthetic leather with fine nappa leather grain. As a result of its naturalistic optical  
appearance and touch, the material is virtually indistinguishable from genuine leather.

TECHNICAL CHARACTERISTICS

Material composition
Print  l  Surface: 100% PU  l  Backing: 100% polyester  l  Weight: 550g/m2  l  Thickness: 1,25 mm 
Roll width: 1250 mm, available in 20 m and 100 m rolls  l  Core Ø 76 mm

Durable, light-fast, abrasion-resistant, tear-resistant, easy-to-clean, stylish, fashionable, exclusive, opaque,  
dimensionally stable and super soft.

APPLICATION / PROCESSING

Ideal for all types of coverings, decoration and accessories, and especially for use in fashionable and exclusive 
living areas. Equally perfect for employment in the bag and leather goods industry. Problem-free processing 
with standard methods (sewing, tacking, gluing, nailing). Do not use solvent adhesives. A suitability check for 
the respective application is recommended. Unsuitable for seating furniture. 

OTHER INFORMATION

Cleaning
Regular cleaning ensures lasting pleasure from your material. Soiling caused by oil, grease and ink must be  
removed immediately. Use warm, mild soapsuds and a micro-fibre cloth, or a soft hand brush for this purpose. 
Please avoid solvents, chloride, polish, chemical or wax cleaning agents. Please note that staining from jeans 
or other textiles is excluded from all manufacturer warranties.

ISO 105-B02:2013 
Light-fastness

EN 1021 1/2
Flame retardancy

Article Blue scale

PNL MIRAGE White 7 ✓
PNL MIRAGE Mint/Viola 7 ✓

Contents according to the legal statutes.

PNL PREMIUM NON LEATHER
PNL MIRAGE White
PNL MIRAGE Mint/Viola



PNL PREMIUM NON LEATHER

EN1021-1+2

PNL Vintage 
Silver

PNL Vintage 
Copper

PNL LUXURY 
Green

PNL LUXURY 
Gold

PNL LUXURY 
Bronze

PNL  
Old Platin

PNL OXY  
Steel

PNL OXY 
Terra

PNL Vintage Silver . PNL Vintage Copper . PNL LUXURY Green 
PNL LUXURY Gold . PNL LUXURY Bronze . PNL Old Platin
PNL OXY Steel . PNL OXY Terra
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Facts

CHARACTER	

Top quality, stylish synthetic leather with fine nappa leather grain. As a result of its naturalistic optical  
appearance and touch, the material is virtually indistinguishable from genuine leather.

TECHNICAL CHARACTERISTICS

Material composition
Print  l  Surface: 100% PU  l  Backing: 82% polyester and 18% cotton  l  Weight: 420g/m2  l  Thickness: 0,9 mm 
Roll width: 1250 mm, available in 20 m and 100 m rolls  l  Core Ø 76 mm

Durable, light-fast, abrasion-resistant, tear-resistant, easy-to-clean, stylish, fashionable, exclusive, opaque,  
dimensionally stable and super soft.

 

APPLICATION / PROCESSING

Ideal for all types of coverings, decoration and accessories, and especially for use in fashionable and exclusive 
living areas. Equally perfect for employment in the bag and leather goods industry. Problem-free processing 
with standard methods (sewing, tacking, gluing, nailing). Do not use solvent adhesives. A suitability check for 
the respective application is recommended. Unsuitable for seating furniture. 

OTHER INFORMATION

Cleaning
Regular cleaning ensures lasting pleasure from your material. Soiling caused by oil, grease and ink must be 
removed immediately. Use warm, mild soapsuds and a micro-fibre cloth, or a soft hand brush for this purpose. 
Please avoid solvents, chloride, polish, chemical or wax cleaning agents. Please note that staining from jeans 
or other textiles is excluded from all manufacturer warranties.

ISO 105-B02:2013 
Light-fastness

EN 1021 1/2
Flame retardancy

Article Blue scale

PNL Vintage Silver 7 ✓
PNL Vintage Copper 7 ✓
PNL LUXURY Green 6 ✓
PNL LUXURY Gold 6 ✓
PNL LUXURY Bronze 6 ✓
PNL ANTIGUA Gold 6-7 ✓
PNL Old Platin 6 ✓
PNL OXY Steel 6-7 ✓
PNL OXY Terra 6-7 ✓

Contents according to the legal statutes.

PNL PREMIUM NON LEATHER
PNL Vintage Silver . PNL Vintage Copper . PNL LUXURY Green 
PNL LUXURY Gold . PNL LUXURY Bronze . PNL ANTIGUA Gold 
PNL Old Platin . PNL OXY Steel . PNL OXY Terra

PNL Vintage 
Silver

PNL Vintage 
Copper

PNL LUXURY 
Green

PNL LUXURY 
Gold

PNL LUXURY 
Bronze

PNL ANTIGUA 
Gold

PNL  
Old Platin

PNL OXY  
Steel

PNL OXY 
Terra



PNL Dove 
Tale

PNL Stony 
Ground

PNL Light 
Oyster

PNL London 
Clay

PNL Charcoal 
Dark

PNL Charcoal 
Light

PNL PREMIUM NON LEATHER

EN1021-1+2

PNL Dove Tale . PNL Stony Ground . PNL Light Oyster 
PNL London Clay . PNL Charcoal Dark . PNL Charcoal Light 
PNL Wimborne White 
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Facts

CHARACTER	

Top quality and stylish synthetic leather with a smooth, velvety grain. As a result of its naturalistic optical appe-
arance and touch, the material is virtually indistinguishable from genuine leather.

TECHNICAL CHARACTERISTICS

Material composition
Surface: 100% PU  l  Backing: 100% polyester  l  Weight: 390g/m2  l  Thickness: 0,9 mm 
Roll width: 1350 mm, available in 20 m and 100 m rolls  l  Core Ø 76 mm

Durable, light-fast, abrasion-resistant, tear-resistant, easy-to-clean, stylish, fashionable, exclusive, opaque,  
dimensionally stable and super soft.

 

APPLICATION / PROCESSING

Ideal for all types of coverings, decoration and accessories, and especially for use in fashionable and exclusive 
living areas. Equally perfect for employment in the bag and leather goods industry. Problem-free processing 
with standard methods (sewing, tacking, gluing, nailing). Do not use solvent adhesives. A suitability check for 
the respective application is recommended. 

OTHER INFORMATION

Cleaning
Regular cleaning ensures lasting pleasure from your material. Soiling caused by oil, grease and ink must be 
removed immediately. Use warm, mild soapsuds and a micro-fibre cloth, or a soft hand brush for this purpose. 
Please avoid solvents, chloride, polish, chemical or wax cleaning agents. Please note that staining from jeans 
or other textiles is excluded from all manufacturer warranties.

ISO 105-B02:2013 
Light-fastness

EN 1021 1/2
Flame retardancy

DIN EN ISO 5470-2
Abrasion resistance

Article Blue scale

PNL Dove Tale > 5 ✓ > 50.000

PNL Stony Ground > 5 ✓ > 50.000

PNL Light Oyster > 5 ✓ > 50.000

PNL London Clay > 5 ✓ > 50.000

PNL Charcoal Dark  > 5 ✓ > 50.000

PNL Charcoal Light > 5 ✓ > 50.000

PNL Wimborne White > 5 ✓ > 50.000

Contents according to the legal statutes.



PNL PREMIUM NON LEATHER

EN1021-1+2

PNL Lemon Yellow . PNL Pumpkin Orange
PNL Cobalt Blue . PNL Apple Green

PNL Lemon 
Yellow

PNL Pumpkin 
Orange

PNL Cobalt 
Blue

PNL Apple Green
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Facts

CHARACTER	

Top quality and stylish synthetic leather with a smooth, velvety grain. As a result of its naturalistic optical appe-
arance and touch, the material is virtually indistinguishable from genuine leather.

TECHNICAL CHARACTERISTICS

Material composition
Surface: 100% PU  l  Backing: 100% polyester  l  Weight: 390g/m2  l  Thickness: 0,9 mm 
Roll width: 1350 mm, available in 20 m and 100 m rolls  l  Core Ø 76 mm

Durable, light-fast, abrasion-resistant, tear-resistant, easy-to-clean, stylish, fashionable, exclusive, opaque,  
dimensionally stable and super soft.

 

APPLICATION / PROCESSING

Ideal for all types of coverings, decoration and accessories, and especially for use in fashionable and exclusive 
living areas. Equally perfect for employment in the bag and leather goods industry. Problem-free processing 
with standard methods (sewing, tacking, gluing, nailing). Do not use solvent adhesives. A suitability check for 
the respective application is recommended. 

OTHER INFORMATION

Cleaning
Regular cleaning ensures lasting pleasure from your material. Soiling caused by oil, grease and ink must be 
removed immediately. Use warm, mild soapsuds and a micro-fibre cloth, or a soft hand brush for this purpose. 
Please avoid solvents, chloride, polish, chemical or wax cleaning agents. Please note that staining from jeans 
or other textiles is excluded from all manufacturer warranties.

ISO 105-B02:2013 
Light-fastness

EN 1021 1/2
Flame retardancy

DIN EN ISO 5470-2
Abrasion resistance

Article Blue scale

PNL Dove Tale > 5 ✓ > 50.000

PNL Stony Ground > 5 ✓ > 50.000

PNL Light Oyster > 5 ✓ > 50.000

PNL London Clay > 5 ✓ > 50.000

PNL Charcoal Dark  > 5 ✓ > 50.000

PNL Charcoal Light > 5 ✓ > 50.000

PNL Wimborne White > 5 ✓ > 50.000

Contents according to the legal statutes.



EN1021-1+2

PNL PREMIUM NON LEATHER
PNL Bianco . PNL Nero
PNL Creme . PNL Mocca

PNL  
Bianco

PNL 
Creme

PNL  
Mocca

PNL  
Nero
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Facts

CHARACTER	

Top quality, stylish synthetic leather with fine nappa leather grain. As a result of its naturalistic optical  
appearance and touch, the material is virtually indistinguishable from genuine leather.

TECHNICAL CHARACTERISTICS

Material composition
Surface: 100% PU  l  Backing: 82% polyester and 18% cotton  l  Weight: 420g/m2  l  Thickness: 0,9 mm 
Roll width: 1350 mm, available in 20 m and 100 m rolls  l  Core Ø 76 mm

Durable, light-fast, abrasion-resistant, tear-resistant, easy-to-clean, stylish, fashionable, exclusive, opaque,  
dimensionally stable and super soft.

APPLICATION / PROCESSING

Ideal for all types of coverings, decoration and accessories, and especially for use in fashionable and exclusive 
living areas. Equally perfect for employment in the bag and leather goods industry. Problem-free processing 
with standard methods (sewing, tacking, gluing, nailing). Do not use solvent adhesives. A suitability check for 
the respective application is recommended.

OTHER INFORMATION

Cleaning
Regular cleaning ensures lasting pleasure from your material. Soiling caused by oil, grease and ink must be 
removed immediately. Use warm, mild soapsuds and a micro-fibre cloth, or a soft hand brush for this purpose. 
Please avoid solvents, chloride, polish, chemical or wax cleaning agents. Please note that staining from jeans 
or other textiles is excluded from all manufacturer warranties.

ISO 105-B02:2013 
Light-fastness

EN 1021 1/2
Flame retardancy

DIN EN ISO 5470-2
Abrasion resistance

Article Blue scale

PNL Bianco  7 ✓ > 50.000

PNL Nero 7 ✓ > 50.000

PNL Creme 7 ✓ > 50.000

PNL Mocca 7 ✓ > 50.000

Contents according to the legal statutes.

PNL PREMIUM NON LEATHER





PROCESSING INSTRUCTIONS GENERAL
PROCESSING INSTRUCTIONS SIBUGLAS

PROCESSING INSTRUCTIONS ANTIGRAV
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MAXIMUM RELIEF HEIGHT
 
With the given data we define the highest position of the res-
pective design in non-adhesive (NA) and adhesive (SA) version.

PRINTING
 
The surfaces of SIBU design sheets are printable by means of 
screen or digital printing which give them a very special and 
individual appearance. All the products marked with “PR” are 
suitable for digital printing. All products marked with “PR+” are 
suitable for digital and screen printing. All products marked with 
“PR+*” are suitable for digital and screen printing, although pri-
or to printing their surfaces must be given a corona or plasma 
pre-treatment. Pre-treated sheets are available upon request. 
We offer original samples for tests. Info sheets on demand.

TEMPERATURE STABILITY
 
We supply to more than 70 countries in the world and have nearly 
everywhere special climate situation. Therefore we test our ma-
terial under the hardest conditions. Already during development 
stage our SIBU design sheets are tested in special thermo-cont-
ainers stuck on ground as well as unstuck with high temperatures 
and high air humidity.
Only the very best qualities correspond to our strict directives. 
The given data of the temperature stability refer to the lasting 
application of the product stuck on different grounds and to the 
long-term using temperature also without adhesion.

WET ROOM SUITABILITY
 
An exposure of SIBU design sheets to humid areas is given 
when a design sheet is subjected to short term humidity  
condition. This humidity condition can occur by reason of 
high air humidity or by direct sprinkling water. SIBU design 
sheets are not suited for the direct wet space area as well as 
for long-term wet influence (except SIBUGLAS).

■■■■ Wet room suitability    

■■■□ Wet room suitability, but material reacts more sensiti-
vely to sprinkling water. Removing of moisture is recommen-
ded.

ABRASION RESISTANCE
 
Products with marked abrasion resistance show an extremely 
scratch resistant surface. Our technology team already tests 
the products during development process to be able to offer 
the matching product for each of your demands.

■■■■■■■■ Scratch resistant (SIBUGLAS AR+)

■■■■■■ Excellent abrasion resistance

■■■■■□ Very good abrasion resistance

■■■■□□ Good abrasion resistance	 

■■■□□□ Normal abrasion resistance	

■■□□□□ Low abrasion resistance

■□□□□□ Use only in the decoration area
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FIRE CLASSIFICATION
 
The products from the stock program correspond to the 
fire safety regulations according to DIN 4102 B2, excluded 
products ACRYLIC-LINE (test standard: UL Standard 94, 
measured value: 94 HB). Marked products FR are available in 
flame retardant version on request, on a different carrier ma-
terial.  Certificates of the following standards are available: EN 
13501-1 and ASTM E 84. Info sheets on demand!

CUTTINGS
 
You want to get customized sheets or cuttings? Please contact 
us that we can offer the best possible solution to you. With 
a cutting length up to 3.2 meter and a punching and sawing 
length up to 3 meter we are able to meet your requirements 
and needs promptly.

PVA PRE-TREATMENT
 
In order to be suited to PUR/ PVA bonding, SIBU design sheets 
have to be pre-treated according to material thickness on the 
reverse side either by an additional production process or 
customer-sided grinding (using sandpaper - granulation 80).

Being able to carry out this pre-treatment for you in our 
factory, we absolutely need this information together with 
your order.

SPECIAL FORMATS
 
In addition to the standard sizes given in the OVERVIEW we 
offer with pleasure individually adapted product dimensions.

FURTHER THICKNESSES
 
Responding to your request we produce our DECO-LINE and 
PUNCH-LINE in thicknesses between 0.8 and 4.0 mm.

MAGNETIC
 
All SIBU design sheets are available with a magnetic back 
from 3 pieces onwards. Exception - all LL ROMBO, LL QUADRO, 
CR CRISTAL ROMBO and PUNCH-LINE.

SIBU magnetic foils are suitable on different metallic grounds 
and on magnetic colours. The exchange of design sheets the-
reby becomes a child‘s play! The application fields for the new 
SIBU DESIGN magnetic program are nearly unlimited – for 
shop-window decoration, shop fitting and fair design or in the 
furniture area, decoration field and for all kinds of displays.
Self-adhesive SIBU metal film is employed when a suitable 
metallic ground is lacking. The metal film can be ordered as a 
sheet  (2,600x1,000 mm) or roll (14 or 29 m) 

Our SIBU decoration mirror DM Silver in magnetic version is 
available from stock in two sheet sizes 2600 x 1000 x 1.5 and 
2000 x 1000 x 1.5:

■■ DM Silver Magnetic 2600 x 1000 x 1,5 (art. no. 15903)
■■ DM Silver Magnetic 2000 x 1000 x 1,5 (art. no. 15904)

Temperature stability: up to 50°C
Cutting: The cut has to be carried out always from the  
decor side.
Fire rating class B2 (DIN 4102).

Extra equipment
 
 
We are aware of the fact that not always you can use our standard stock articles for your intended application  
and offer for you special extra equipment.
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SURFACE PROTECTION
 
A protective film protects our surfaces against damages. This 
protective film should be removed only after the application of 
our design sheets.

PUNCHING
 
Band steel cutting is recommended for design sheets in  
thickness from 1 up to 1.5 mm.

DRILLING
 
All SIBU design sheets can be drilled from the decor side.

MILLING
 
For material up to 2 mm thickness:
Cutter with 3 mm diameter, rotation speed from 12000 up to 
24000 rpm, progressive feed up to 20 m/min.
Decor side on top:
Single-edged cutter - left turn
Decor side below:
Double-edged cutter - right turn
For material with more than 2 mm thickness reduce progressive 
feed and use a cutter with bigger diameter (6 mm).

SMALLEST BENDING RADIUS
 
The given data refer to the smallest bending radius for  
concave or convex fixing. For all design sheets – with the 
exception of MultiStyle – all sheet edges must be fixed 
mechanically in any case! For MultiStyle there is no need  
for mechanical fixing!

HOT BENDING
 
Heat up the SIBU design sheets from the backside – for both, 
internal and exterior angles.

Approximate parameters for material in 1 mm thickness:  
wire temperature: approx. 200°C, heating time: approx.  
6 seconds

For ACRYLIC-LINE, PUNCH-LINE, DECO-LINE and STRUCTURE-LINE 
design sheets hot bending is outwardly (decor outside) pos-
sible – hot bending inwards (decor inside) is possible only with 
plain designs or with fine structures. For deeper structures - no 
exact internal angle.

Hot bending with LEATHER-LINE design sheets is possible out-
wardly (decor outside), inwards (decor side inside) only with 
plain LEATHER-LINE. Using structured leather designs it can 
happen that wrinkles may appear along the internal angles.

CUTTING
 
SIBU DECO-LINE sheets with less than 2 mm thickness can 
be easily cut with a wallpaper knife. Simply notch the surface 
and break along the edge. For all other product lines and for 
DECO-LINE sheets up to 3 mm thickness the cutting pressu-
re has to be increased. After cutting and breaking our self-ad-
hesive (SA) design sheets as well as 3D PUNCH-LINE designs  
(NA + SA) the foil on the back side has to be cut separately.
Always use well sharp knives.

SAWING
 
For material up to 1 mm thickness: 	  
HW 280 x 3,2 / 2,2 x 30 Z60 / 12,46-18,08 WZ

For more than 1 mm thickness: 		   
HW 250 x 3,2 / 2,2 x 30 Z40 / 19,63 WZ		   
HW 250 x 3,2 / 2,2 x 30 Z40 / 19,63 FZ/TZ
Rotation speed 6000 rpm – progressive feed up to 25 m/min

For LEATHER-LINE: 		   
HW 255 x 2,8 / 2,0 x 30 Z80 / 10,01 FZ WZ
Rotation speed 6000 rpm – progressive feed up to 10 m/min

With LEATHER-LINE the best result is achieved with MDF  
increment (4 mm) below and on top, low progressive feed and 
high rotation speed.

LASER CUTTING
 
All SIBU design sheets can be processed with standard lasers.
The cutting speed conforms to the watt power of the laser. 
Please refer to the technical data in our Overview broschure, if 
that processing step is permitted for that product.

THERMOFORMING
 
For products with PET or PET/varnish surfaces a light tensi-
on of the surface by thermoforming is possible by using smoo-
th and not sharp-edged tools (avoid sharp contours, use a  
bigger radius!).

All the other versions like PU-leather surfaces and printed 
surfaces are suited for thermoforming. For any new moulding 
tools self tests are recommended. The tool has to be adapted 
to the material.

Heating parameter: approximate temperature: 160 - 210 °C 
by using upper heating and under heating. Processing period: 
between 20 to 40 seconds.

Original samples are available for tests.

Processing (except SIBUGLAS and ANTIGRAV)
 
 
Please note that SIBU design sheets always have to be processed from the decor side.



\ 186 

PVA-PRESSING
 
Non-adhesive design sheets from our DECO-LINE, LEATHER-LINE, STRUCTURE-LINE, ACRYLIC-LINE and ANTIGRAV series (with a 
few exceptions) are compressible with commercial PVA adhesives. The ground must be absorbent (MDF, chipboard, etc.)

In order to be suited to PUR/ PVA bonding, SIBU design sheets have to be pre-treated according to material thickness on the 
reverse side either by an additional production process or customer-sided grinding (using sandpaper - granulation 80). 

Should by reason of transport or stock conditions the design sheet not have a crease-free protective film, the film should be 
removed prior to pressing process. The pressure applied should amount to 2 kg/cm² (0.2 N/mm²), the temperature to approx. 
45°C and the pressing time to around 10 minutes. The bonding of the balancing material and the design sheet should be done 
in a single working process.
During pressing onto an untreated particle board in 16 mm thickness, best results were achieved with a 1 mm polystyrene 
balancing sheet. 

When pressing structured design sheets (STRUCTURE-LINE, ACRYLIC-LINE and LEATHER-LINE), a medium-hard sponge rubber 
mat with a thickness of approx. 5 mm should be used between the pressing sheet and the patterned side of the design sheet. 
This provides uniform pressure distribution and prevents undesirable crushing spots.

When using DECO-LINE sheets it is better to press without the sponge rubber mat. The mat could cause irregular optics in the 
mirror surface. If you want to have a perfect mirror result, ask us for design sheets in 2 mm thickness.

Following pressing allow the sheets to cool in a stack over night (about 16 hours). Cover the stack with a 19 mm plate so that 
the uppermost sheet also remains flat.

As a result of this type of processing, standard edges of plastic, aluminium or wood can be used! The PVA adhesive prevents 
the usual expansion of our design sheets due to the effect of increased temperature!

 
Solvent-free dispersion adhesive
The best suitable spatula size A1 or A2 is given for each pro-
duct.

Applications: SIBUKLE D 22 HV is highly suitable for the bon-
ding of SIBU products onto absorbent, flat surfaces such as 
wood, plywood, particleboard, gypsum plasterboard, concre-
te or smooth brickwork.

WARNING: SIBUKLE D 22 HV is entirely unsuitable for non-ab-
sorbent surfaces such as tiles, plastics, metals, glass, etc.

ACRYLIC POLISHING-KIT
 
With the polishing-kit you are able to repair marks of consump-
tion or scratches appearing on the acrylic surface.
At the same time the polishing creates protection of the surfa-
ce. Acryl set includes:	

■■ Polishing paste	
■■ Sponge	
■■ Polishing cloth

SIBUKLE D22HV

Accessories
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STORAGE INSTRUCTIONS
 
SIBU design sheets must always be kept in indoor stock, no 
storage outside! Following instructions are to be considered:

■■ Design sheets to be stored flat, rolled packed design  
	 sheets should be unpacked and laid out flat and - if  
	 necessary - subjected to additional weight to improve  
	 flatness (Use carton underlay and weigh down the entire  
	 sheet in order to prevent damage.)

■■ Store the uppermost plate in the pile with decor side down.
■■ Protect SIBU products from UV rays.
■■ Do not expose SIBU products to moisture or humidity.
■■ Protect material from dirt, dust and mechanical damages.
■■ A permanent storage of more than 3 months at a  

	 temperature less than 0 °C or more than +30 °C may  
	 impact the quality of our design sheets and should be  
	 avoided.

TRANSPORT INSTRUCTIONS
 
In general, for the transport of SIBU products pay attention to 
protect them from dirt, UV radiation, moisture and mechanical 
damages.

■■ Use stable, flat pallets with carton bedding, the pallet  
	 should be longer than the design sheets.

■■ Place the uppermost design sheet on the pallet with the  
	 decor side face down. This uppermost design sheet  
	 should be protected in addition by a carton and a board  
	 (e.g., chipboard, HDF…).

■■ The design sheets should be protected from shifting.
■■ The edges and sides must be also protected  

	 (edge protection, PE foil …)
■■ Avoid temperatures below – 35 °C or more than + 50 °C.
■■ Structured sheets to be transported on pallets with the  

	 patterns running in same direction.
■■ SIBU products must be acclimatized prior to processing;  

	 ideal processing temperature is approx. + 10 °C to + 30 °C.
■■ Before any processing of the design sheets read the  

	 attached processing instructions which you can also find  
	 on the SIBU website!

■■ SIBUKLE D 22 HV should not be long-time stored  
	 below + 5 °C and must be protected from frost during  
	 transportation.

■■ Rolled packable: please see page 182

Storage / Transport

CLEANING
 
DECO-LINE, STRUCTURE-LINE, ACRYLIC-LINE, PUNCH-LINE, 
PUNCH-LINE 3D: in case of light dirt by means of soft cleaning 
cloth (it should be free of dust and free of dirt). In case of hea-
vy dirt by means of standard plastic or window cleaner (spray 
cleaners not onto the material surface, but sparingly onto the 
cleaning cloth).
Do not use abrasive cleaners, solvent cleaners or pure 
alcohol!

LEATHER-LINE: Clean leather surfaces by means of standard 
liquid soap and then remove the soap with a humid cloth. 

Imitation fur surfaces: In case of light dirt clean LL Marabu, 
LL Reggae with a vacuum cleaner, in case of heavy dirt clean 
with a humid cloth.

DISPOSAL
 
The keeping of healthy environment has high priority for us! 
We check all raw materials used for their environmental com-
patibility. Because not everyone has its own plastic disposal 
container, we pay special attention in development of new 
products to use only high-quality materials: materials, which 
may be disposed safely with the domestic waste. On demand 
we are pleased to provide LGA certificates for all 
SIBU design sheets.

Cleaning / Disposal
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GROUND PREPARATION FOR GLUING
 
The ground should be dry and flat, free from loose parts, dust, dirt, grease, wax and silicone. To achieve a maximum adhesion, 
non-absorbent surfaces should be cleaned with alcohol (ethanol, isopropyl alcohol).

Self-adhesive (SA) sheets are suitable for both, absorbent and non-absorbent surfaces, although non-absorbent surfaces are 
recommended.

Before using MultiStyle (MS) on a porous or highly absorbent surface, e.g. brickwork, gypsum plasterboards or untreated chip-
boards, we recommend undercoating the ground. Alternatively you can use our SIBUKLE D22 HV dispersion adhesive as a suitable 
first coat.

We also recommend SIBUKLE D22 HV dispersion adhesive when using non-adhesive STRUCTURE-LINE (SL) and DECO-LINE (DM) 
sheets on porous or highly absorbent grounds, e.g. brickwork or gypsum plasterboards and untreated chipboard. In case of 
non-absorbent grounds surface tension should be at least 38 dyn. For application on convex or concave grounds all sheet edges 
must be fixed mechanically, except MultiStyle.

BONDING
 
Ideal processing temperatures range from + 10°C up to + 30°C. The design sheets should be acclimatised, i.e. be brought to room 
temperature prior to processing (avoidance of condensation on the gluing surface and a reduction in sheet expansion due to 
reduced temperature differences).

A temperature increase of 10°C will cause our products to expand by approx. 0.7 mm over a length of 1 meter. As a rule, expansion 
gap of approx. 2 – 3 mm should be kept at each sheet edge!

In case of high surroundings temperature or major temperature-fluctuations the expansion gap should be increased or the sheet 
format should be chosen smaller. Avoid blistering (air inclusions); use a medium-hard hand rubber roller with a width of approx. 
170 mm.

Remove the backing cover step-by-step from self-adhesive design sheet (SA), do not touch gluing surface and press the sheet onto 
the ground as firmly as possible. The final adhesion power will be reached at room temperature after 24 hours.

PROCESSING SIBUKLE
 
Application: SIBUKLE D 22 HV is best suited for the gluing of SIBU products onto absorbent flat grounds like wood, plywood, 
chipboard, gypsum plasterboard, concrete or smooth brickwork.
ATTENTION: SIBUKLE D 22 HV is not suited for non-absorbent grounds such as tiles, plastics, metals, glass, etc.

Processing: Apply exclusively on the entire cleaned ground by means of fine spatula (spatula toothing is given for every  
product). At a surroundings temperature between 20°C and 35 °C the adhesive should then be left to air for 20 - 50 minutes. 
The higher the surroundings temperature is the shorter is the airing time. Finger test: After application with the spatula the ma-
ximum airing time is reached as soon as the glue no longer sticks to the fingers!

A temperature increase of 10°C will cause our products to expand by approx. 0.7 mm over a length of 1 meter. As a rule, expansion 
gap of approx. 2 – 3 mm should be kept at each sheet edge!

Storage: In the original airtight containers the adhesive can be stored up to 12 months from delivery date. Store always above 
freezing point. Protect from frost, otherwise the glue cannot be used anymore!

Processing information general
(except SIBUGLAS und ANTIGRAV)
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Apply beads of silicone verti-
cally (1cm from the edge and 
with 6cm-spaces between the 
individual beads). 

Press the sheet onto the wall 
and then adjust it. 

Bonding is edge to edge = 
0mm expansion joint  

ANTIGRAV can be bonded edge to edge and therefore does not require expansion joints.
Readjustment on any surface is no problem when bonding with SIBU Silicon is employed.

Processing ANTIGRAV

Standard processing



AR

abrasion-resistant

■■■■
wet room suitability

non-adhesive

NA

FR

flame-retardant version 
available on request

SA

strongly adhesive

PR

PR+

digital printing possible

digital/screen printing possible

AR+

scratch-resistant

■■■□
limited suitability for wet rooms

entire panel length not 
shown in image

+  

digital/screen printing possible
Prior to printing a corona or plasma 

treatment has to be carried out.
By request available in pre-treated version.

PR+*
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